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Overview

The Hamamatsu Video Camera Control libraryis a collection of LabVIEW VI functions designed
to control a Hamamatsu camera and gather image data from within LabVIEW. Because this is
built using Hamamatsu’s DCAMAPI, applications created with this library will be compatible
with many of the Hamamatsu line of cameras. And because it is made for LabVIEW, a
programmer will be able to create large virtual instrumentsina relatively shortamount of time.

Itis understood that the user is familiar with the Hamamatsu camera(s) and its functions. If you
are unfamiliar with some of the capabilities of the camera, please referto your camera manual.
You will find technical specifications and installation instructions. If you need further assistance
on the use of your Hamamatsu camera, please contact our support group.

Itis also understood that the user is familiar with National Instruments LabVIEW. If you need
further assistants with LabVIEW, please referto your LabVIEW manual or contact National
Instruments.

System Requirements

e Microsoft Windows 7 or newer

e DCAMAPIV16.2 or newer

e National Instruments LabVIEW 2011 or newer

e Hamamatsu camera with a compatible DCAMAPI module

What's New In Version 4

Changes have been made to this version of the Hamamatsu Video Camera Control library to
helpyou solve problems with your instruments and to get more out of your camera. Some of
the major additionsinclude a new logging feature and a dynamic parameter list system.

The new logging system will record all of the functionsthat have beencalledina session. The
generatedlog will be an ASCII text file which will allow you to easily openand understand the
information. This can help assistyou in debugging any problemsyou may encounter.

A dynamic parameter list system was developed for our growingline of cameras. Because the
available parameters from one camera can be radically differentfrom the available parameters
of another camera, having one set of parameters is not ideal. This can cause confusionfor
customers trying to set parameters that do not existfortheir device. With the dynamic
parameter list system, you can now automatically reconfigure your TM_SETPARAMETER,
TM_GETPARAMETER, and TM_GETPARAMETERLIMITS functionsto listonly the parameters that
are available with your camera.



Installation

Hamamatsu Video Capture Installation

1.

Ea

Be sure that LabVIEW is not running. If so, close all LabVIEW windows. Also be sure that
your camera drivers have been properlyinstalled. If not, please see the Camera Driver
Installation below.

Run the SETUP.EXE program that comes with the installation software. For the 64-bit
version of LabVIEW, run the SETUP_X64.EXE program instead to install the 64-bit version.
Follow all of the prompts during the installation process.

If you have LabVIEW 2011 or newer, the setup willinstall all of the proper files.

To access your new video capture functions, just follow the following diagram to locate the
library.
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Camera Driver Installation

1.

w

If you do not have a DCAM-API driver disk, you can download the camera driver from
http://www.dcamapi.com and unzip the contents to a new directory.

Launch SETUP.EXE from the root directory of the installation.

Selectand click the button from the menu of the interface that your camera is using.
Follow the on-screeninstructions to install the driver you selected.
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General Functions

TM_INITIALIZE_40

H'lul'(:l: L':'g I:F:] ........................ .\_
INIT Murmber Of Cameras

i === f=Version Info
error in (no error) b=m Camera Details Array

Femes 2rror out

This is the first function that you need to run before you can use any other camera control
functionsin this library. Its purpose is to initialize the required resources forthe video capture
library and to find all supported cameras on the system. Any camera you wishto use with your
system must be connected to your system and powered on before this functionis called. When
this function returns, it will report the number of supported cameras that were found, the
version of this capture libraryand the DCAM version, and it will also provide the model number,
serial number, and firmware version of each camera found.

This function allows you the optionto record a log to assistin debugging any problems you may
encounterin your software. If enabled, all function calls to thislibrary will be recorded to an
ASCII textfile until TM_DEINITIALIZE is called. Please use caution. If TM_INITIALIZE is called
with the HVCC log enabled, it will overwrite any existing HVCC log file.

If the capture library has already beeninitialized and TM_DEINITIALIZE has not been call ed yet,
calling this function again will simply return the number of cameras, versioninfo,and camera
details. The resources for the capture library will not be reinitialized. Also, the HVCC Log input
will beignored.

TM_DEINITIALIZE_40

error in (no error) error out

If all connected devices have beenclosed, this will cleanly free all resources used to by the
video capture library. However, if there are still some cameras opened, this will not force close
those otherdevices, and you will be able to reopenthe camera again without calling
TM_INITIALIZE again. Itis strongly recommended that you close all open devices before calling
this function.

If the HVCC log is enabled through TM_INITIALIZE, this function will close the log regardless if
there are cameras still open.



TM_OPENCAMERA_40

Force Open
Camera Index

Handle out
o Camera Details
B grror out

error in (no error)

This will activate a camera for operation at the specified Cameralndex and will returna handle
for that camera as well as some details about the camera. These detailsinclude the model
number, serial number, and firmware version of the camera. This handle must be used by the
other camera control functions to determine the camera to be controlled. The index values
start at 0, so if there are 3 cameras available on the system, the valid input for Camera Index
wouldbe 0, 1, and 2. This function can only be used to activate cameras that were found by
TM_INITIALIZE. Ifthe camera is already open inanother VI or was not closed properly, this
function will fail. If you set Force Opento TRUE, the function will attempt to close any open
session with the camera before openingthe camera.

TM_CLOSECAMERA_40

Handle in

error in (no error) mi} error out

This will close the camera associated with the handle and free resources that it used. Once this
functionis called, the handle will become invalid and cannot be used anymore. The camera can
still be opened again with TM_OPENCAMERA.

TM_GETCAMERAINFO_40

Handle in | IHFO Handle cut

Info ID - “? “ String
error in (no error) error out

This function will return information about the camera. The possible itemsto get information
are the camera model, camera ID, camera bus, vendor, driver version, camera version, module
version, and DCAMAPI version. This function can also be used on unopened cameras by using
the camera index instead of the camera handle.




TM_SETPARAMETER_40

Reconfigure (F)
Handle in ; Handle out
F'arametelr ";‘ error out

Yalue in
error in (no error)
Index

This function can adjust the parameters of the camera. These settings may include gain, offset,
exposure time, binning, etc. While you can adjust some settings during a capture, settings that
can change the image resolution cannot be changed during a capture. Please referto your
camera manual to determine the capabilities of your camera.

The Reconfigure (F) option must remain false unless you are using the Parameter Reconfigure
tool. Please see the Parameter Reconfigure section for more information.

TM_GETPARAMETER_40

Recoenfigure (F)
Handle in Handle out
Pararneter Value out
Error in (no error) ==t e error out
Index

This function gets the current value of a selected camera parameter.

The Reconfigure (F) option must remain false unlessyou are using the Parameter Reconfigure
tool. Please see the Parameter Reconfigure section for more information.

TM_GETPARAMETERLIMITS_41

R.ECCIH'FIQLIFE (F] .........................
Handle in | Handle out
Parameter — he= b | imits
error in (no errar) == Boon grror out

This functionreturns information about the selected parameter. This informationincludesthe
valid range of the parameter, the defaultvalue, the number of views, if the parameter is
writable, and if there are textvalues associated with the parameter. If there are textvalues, it
will also provide a list of those text values.

The Reconfigure (F) option must remainfalse unlessyou are using the Parameter Reconfigure
tool. Please see the Parameter Reconfigure section for more information.



TM_GETPARAMETERLIST_40

Handle out
= Fynction List
== error out

Handle in

error in (no error)

The Hamamatsu camera line is expanding with an ever growing number of functions. This VI
will outputan array which contains a list of the supported functions available to the camera.
This array can be connected directly to the StringsAndValues[] property of a menu ring. The list
of supported functions will vary depending on the camera. Additional information of these
functions can be obtained from TM_GETPARAMETERLIMITS. And the function valuescan be
controlled with TM_GETPARAMETER and TM_SETPARAMETER.

TM_SETAREA_40

Handle in Handle out
Sub Region =

Error in (no error) ==

error out

By default, your camera will use the whole sensorwhen capturing data. With thisfunction, you
will be able to selecta smallerportion of that sensor. This will help to reduce the size of the
output data whenyou do not need to use the whole sensor. And depending on the camera and
settingsthat you use, you can also decrease the readout time of an exposure which can lead to
faster frame rates. The Sub Region cluster takes four values. They are Horizontal Offset,
Vertical Offset, Horizontal Size, and Vertical Size. Because of the limitations of the different
cameras, the values you enter may not be the same values that were set. Itisimportant to use
TM_GETAREA to see the valuesthat were set to the camera. This should not be called while
capturing images.

TM_GETAREA_40

Handle in

Handle out
&= Sub Region
b errOr out

Error in (no errar)

This function will return the value of the current Sub Region. This function will also return the
current minimum, maximum, and increment values of each variable. These limits can change
wheneveryouset a new sub-array or binning. It isalways a good ideato call this function to get
the current valid limits.



TM_PREPARECAPTURE_40

Handle in ——IEE—— Handle cut

Capture mode AH k= Buffer Info
Frarnes bem error out

EFTOr in (no error) == I— Image type

This function prepares the driverand camera for image capture. There are two inputs available
to configure your capture function. CAPTURE MODE allows you to adjust the behavior of the
capturing cycle. In Snap mode, the camera will capture the specified number of frames and will
stop at the end of the cycle. In Sequence mode, the camera will collect data continuously
without stopping at the end of the cycle. Once it reaches the end of a cycle of frames, it will
continue on the first frame. FRAMES allow you to adjust the number of frames of imagesyou
wishto capture. The minimumamount of frames you may setin Snap mode is 1 frame. The
minimum amount of frames you may set in Sequence mode is 3 frames. If you set frames less
than the minimum, the driverwill setthe frames to the minimum value. This function will also
return an Image Type value which is used by IMAQ Vision to determine the image data type.
This function does not start the camera to capture images.

TM_UNPREPARECAPTURE_40

Handle in UHFREF Handle out

error in (no error) error out

This function will free all resources created with TM_PREPARECAPTURE. This step is important
if you wish to change certain camera settings such as the binning or region of interest. If the
camera is capturing data, you must stop it first with TM_STOPCAPTURE before calling this
function.

TM_STARTCAPTURE_40

Atal— Handle out

o

Handle in

error out

error in (no error)

This begins capturing of image data from the camera to your computer. You will needto have
called TM_PREPARECAPTURE to setup the driverfor capture before callingthis function.
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TM_STOPCAPTURE_40

Handle in Handle out

error in (no error) error out

This function will stop the current capture session. The current capture mode and internal

buffers create will remainintact so you will be able to start a new capture sessionimmediately
with TM_STARTCAPTURE.

TM_WAITNEXTFRAME_40

Handle in A Handle out
Timeout - L Frame Index
error in (no error) e Frame Count
error out

This function will wait for the next frame to become available. When a frame arrives, this
function will return and you are able to work with the data. The timeoutvalue can be adjusted
by settingthe timeoutinput witha new value. When timeoutis set to -1, this function will
calculate the timeout to exposure time + readout time + 1sec. The frame indexisthe buffer
index location where the data was stored. Frame count is the numberof frames captured since
callingTM_STARTCAPTURE.

TM_GETCAPTUREINFO_40

Handle out
Frame Index
Frame Count
error out

Handle in

error in (no errar)

This function will return the current frame index and frame count of the capture sequence. The
frame indexis the bufferindexlocation where the data isstored. Frame count isthe number of
frames captured since calling TM_STARTCAPTURE.

TM_GETFRAME16_40

Handle in LT Handle out
Frame Index - Q*?E = Data
. J:m .
error in (no erraor) Timestamp
error out

This function will retrieve the frame in the bufferat the specified frame index. You can get the
current frame index from either TM_WAITNEXTFRAME or TM_GETCAPTUREINFO. The output

of the functionis unsigned 16-bit data. If your camera outputsa different datatype, you must

use the appropriate functionto retrieve the data. This functionwill also output the timestamp
of the frame.

1"



TM_GETCAMERASTATUS_40

Handle out
Status
b errOr QUL

Handle in

Error in (no erraor)

This function provides the state that the camera is currentin.

e UNSTABLE — This is the state that the camera starts off in. No capture mode has been
selected yet. Most camera functions can be setin this state.

e STABLE — The capture mode has beenselected. There are no memory buffersallocated
forimage capture. Most camera functions can be setin this state.

e READY — The capture mode is selected and the memory buffers have been allocated.
The camera is ready to begina new capture session. Some camera functions can be set
in this state, howeverany property that affects the image resolution cannot be altered.

e BUSY — The camera is currently capturing images. Some camera functionscan be setin
this state, howeverany property that affectsthe image resolution cannot be altered.

12



Trigger Functions

The followinglist of functions allow you to control the triggering options of the camera. Not all
trigger options accessible through these functions may available foryour camera. Please see
your camera manual for information on its capabilities.

TM_INPUTTRIGGERSOURCE_40

Handle in i Handle out
J_ EOURCE

Source f JAL
. error out
External Options

Error in (no error)

This function allows you to set the source of the inputtrigger that begin the exposures during
capture.
e Internal - This will setthe camera to do itsown triggering. This will also produce the
fastestframe rate.
e External — This will setthe camera to waitfor an external trigger pulse from a separate
device to start the exposure. If you are using this mode, additional options will be used.
o Polarity — The effective polarity of the trigger pulse
o Delay —The time from when the pulseis received towhen the exposure starts
e Software — This will setthe camera to wait for a software triggerfrom the application.
To fire thistrigger, you will need to call TM_FIRETRIGGER.
e Master Pulse —This mode is similarto internal mode such that the camera will trigger
itself to start a new exposure. You are able to change the parameters of this mode to
work better with your application.

TM_INPUTTRIGGERACTIVE_40

Handle in LHPUY Handle out
Active J—J
Times

Error in (no error)

7

error out

This function allows you the set how the trigger is used by the camera.

e Edge — In this mode, the exposure starts when a trigger is detected moving toward the
active polarity. The length of the exposure is determined by the Exposure Time
parameter.

e Level —In thismode, the exposure starts when a trigger is detected moving toward the
active polarity. This length of the exposure is determined by the how long the trigger
remains at the active polarity.

e Sync Readout — This mode starts an exposure similarto Edge mode. However, the
when another edge triggeris detected, it will stop the current exposure, and start the
nextone.

o Times— This is the number of triggers to wait for when using Sync Readout.

13



TM_SETOUTPUTTRIGGER_40

Handle in Handle out

T}rF'E

Programmable Options =
error in (no error)

Port

error out

This function will allow you to set the programmable output triggers of your camera.
Parameters contains four settings that you can adjust. Mode will set the type of output.
e Low —Setsthe output to low regardless of what the camera is doing.
e Global Exposure — Sets the output active when all of the pixelsare exposing at the same
time.
e Programmable — Setsthe output to active for a specified period aftera specified delay.
e Trigger Ready — Setsthe output to active when the camera is ready to receive another
input trigger.
e High — Setsthe output to high regardless of what the camera is doing.
Polarity determines which directionis active. Period sets the length of time the output will
remain active during Programmable trigger mode. Delay setsthe length of time the output will
wait before setting the output to active during Programmable trigger mode. The index option
determines which output trigger these settings will be applied to.

TM_FIRETRIGGER_40
Handle in ;ﬁ: Handle out
error in (no error) error out
If your inputtrigger source is set to Software, no images will be acquired until a software trigger

is fired. When a software trigger isfired with thisfunction, the camera will begin exposinga
newimage. This functionis useful when synchronizingthe camera with application events.

TM_SETMASTERPULSE_40

MASTER

Handle out

Handle In ..............
Parameters = |

. e error out
error in (no error) ==t

The Master Pulseis a special function available to some of our cameras. It allowsyou to
configure an internal pulse generator of the camera for eitherinternal or external trigger uses.

e Continuous —The master pulse will start automatically and continue to fire indefinitely
according to the specifiedinterval.

e Start —The master pulse will not start automatically. It will waitfor a signal from the
specified source. Once the signalis received, it will fire indefinitely accordingto the
specifiedinterval.

e Burst - The master pulse will not start automatically. It will wait for a signal from the
specified source. Once the signalis received, it will fire triggers for the number of
frames specified according to the specifiedinterval.

14



Advance Functions

Some cameras have functions not available to other cameras. Your camera may or may not
have the ability to use these functions. Please check your camera manual to determine if your
camera has these capabilities.

TM_GETFRAMES_40

Handle in . Handle out
Frame Index - Q*'é = Data
error in (no error) el 4L=1=Timestamp
error out

Similarto TM_GETFRAME16, this functionwill return the image data for the provided frame
index. However, this function should be used specifically forolder cameras that support 8-bit
data. If the camera is outputting 16-bit data and thisfunction is used, this function will return
incorrect data.

TM_GETFRAMEP12_40

Options
Handle in L Handle out
Frame Index - H;f? L Data
error in (ne error) == Timestamp

= grror out

Similarto TM_GETFRAME16, this functionwill return the image data for the provided frame
index. However, thisfunction isused when the camera isset to 12-bit packed output which is
available on a few camera models. If the camera is outputting any other data format, this
function will return incorrect data.

TM_GETFRAMES16_40

Options
Handle in EarE Handle out
Frame Index - E;ﬁﬁ Data A
error in (no error) == Data B
—=== grror out
Tirnestarnp

Similarto TM_GETFRAME16, this functionwill return the image data for the provided frame
index. However, thisfunction isto be used whenthe camera is setto splitview (W-View) mode
which isavailable on a few camera models. Thisfunction will returnthe two halves of the
image data as separate outputs.
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TM_SETWVIEWAREA_40

Handle in Handle out
Sub Region

Error in (no error) ==t

error out

Splitview (W-View) mode is a special mode available tosome cameras. Ifthe camera isinthis
mode, this function can be usedto setthe region of interest.

TM_SETEMPROTECTION_40

Handle in PR Handle out

Parameters =) W
. error out
error in (no erraor)

The EM Protection system s available to our EM cameras. Thisallowsyou to setthe level of

protection of your camera to help keep your camera workingin case the cooling system should
fail.

TM_GETEMPROTECTSTATUS_40

Handle out
Status
== 2ror out

Handle in

EFOr in (o error) e w

STATUS

You can monitor the status of the EM Protection system through this function.

TM_SENSORCOOLER_40

Handle in DOLEF Handle out

Mode - ;K
. error out
error in (no errar)

When a camerais set to water cooling mode, it isvery important to manually control the sensor
cooler. In water cooling mode, the sensor cooler is off by default. This is to prevent damage to
the coolerif you do not have water flowing properly through the camera. Once you do have
water flowing properly through the camera, the Mode should be set to Enable. If you turn off
the water, thenthis should be setto Disable.

TM_GETELECTRONINFO_40

Handle in OEF! Handle out

EMror in (no error) ooy e GHSE)F )
Coefficient

error out

For newer cameras, the electron conversioninformationis provided to get the actual photon
count of the individual pixels of the image. Here is the formula to convert the intensity value to
electrons.

e- = (intensity — offset) * coefficient
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TM_SETLUT_40

Handle in Handle out
LUT Points

error in (no error) ==

error out

This function allows you to set a segmented linearlookup table for the output. The LUT Points
inputisan array of clusters. The cluster contains the In pointand the out point.

TM_SETMULTIREGION_40

Handle in REC I Handle out
Sub Regions off
error in (no error) o

error out

Similarto TM_SETAREA, this function allows you to extract specified regions from the camera.
But unlike TM_SETAREA, this function allows you to specify many regionsto extract. The
output data howeverwill be a fullimage. The specified regions will contain data, but the areas
outside those regions will only contain zeros. Whenrecording to a DCIMG file, you will see a
space saving benefitrelative tothe amount of data that you are not extracting.

TM_RECURSIVEAVERAGING_40

Handle in R-i Handle out

Frames -/ i

Error in (no error)

error out

This DSP function allows you enable recursive filtering. Each output image of the camera will
be the average of the number of frames specified by the Frames input. You can disable this
function by setting Frames to 1.

TM_FRAMEAVERAGING_40

Handle in n Handle out

Frames -/ 5

error in (no errar)

error out

This DSP function allows you enable frame averaging. Each output image of the camera will be
the average of the number of frames specified by the Frames input. You can disable this
function by setting Frames to 1.
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TM_SETBACKGROUNDFRAME_40

Handle in —— Handle out
Enable
Frame

error in (no error) === :

i L g error out

This DSP function allows you to enable a background image to be subtracted from the output
data. You must specify the background frame you wish to subtract with the Frame input.

TM_SETSHADINGFRAME_40

Handle in —— g Handle out
Enable -
Frame error out

error in (no error)

This DSP function allows you to enable a shading correction image to be applied to the output
data. You must specify the correction frame you wish to apply with the Frame input.

TM_STOREBACKGROUNDFRAME_40

Handle in
Frame
Error in (no error) ==

Handle out

error out

This DSP function will store a frame of data into the camera memory frame specified by the
input Frame for background subtraction. This function will fail if the camera is capturing
images.

TM_STORESHADINGFRAME_40

Handle in 7 Handle out

Frame - EI
. error out
error in (no erraor)

This DSP function will store a frame of data into the camera memory frame specified by the
input Frame for shading correction. This function will fail if the camera is capturing images.
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Hard Disk Recording Functions

These functions allow you to capture image data directly to disk. This is especially useful if you
are capturing a large amount of data but do not have enough RAM to store the data. The
output data iswritten to a DCIMG file which is a proprietary Homamatsu image stack format. In
order to view images from a DCIMG file, you can use the DCIMG reader functions available with
this capture library or you can use any other program designed to read DCIMG files such as
HClmage. Please keepin mindthat the storage diskis inherently slowerthan RAM. Your hard
drive may not be fast enoughto store data at the pace you are recording.

TM_STARTRECORDER_40

Handle in 0 Handle out
frarzlv!; | a error out

error in (no error)

This function will enable the hard disk recorder. The recorder will write captured images
directly to disk to the specified DCIMG file. This recorder will write up to the specified number
of frames. Once that maximum number of frames have beenreached, the recording will stop.
This function must be called after TM_PREPARECAPTURE.

TM_STOPRECORDER_40

ﬁi Handle out

error out

Handle in

error in (no error)

This function will end the current recorder session and close the DCIMG file. Once the DCIMG
fileisclosed, it cannot be reopened for recording of more images. However, it may be opened
by any DCIMG file readerto read all of the data that has been stored.

TM_GETRECORDERSTATUS_40

Handle Handle
error in (no error) Index
Count
= grror out

This function will provide the current index of the newest frame recorded as well as the total
number of framesrecorded.
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TM_OPENDCIMGFILE_40

Path e File Handle
[ L Total Frames
B error out

error in (no error)

This function will open a DCIMG file for reading. It will return a file handle which will be used
for all other DCIMG related functions. Thisfile handleis differentfromthe camera handle and
should not be used for camera control functions. It will alsoreturn the total number of frames
that are available inthe DCIMG file. Once the DCIMG file is opened with this function, the data
can be read by TM_GETDCIMGFRAME.

TM_CLOSEDCIMGFILE_40

File Handle

u
CLOSE

Error in (no error) error out

This function will release a DCIMG file and free any resources used forit. This will make the file
handle invalid and unusable by the otherfunctions.

TM_GETDCIMGFRAME_40

File Handle in O File Handle out
Frame Index - _DB: =Data
error in (no error) - Time 5ec
error out

This function will retrieve the frame data from a DCIMG file specified by the file handle and the
frame index. The file handle can be retrieved by TM_OPENDCIMGFILE. The Time Sec output is
the timestamp in seconds of the selected frame relative to when the first frame in the file was
captured.
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TM_WRITEMETADATA_40

Index
Type
Handle FLRITE Handle
I"-u'1veta|:|ata"'E error out

errer in (no error) oo

This function will allow you to write metadata to a DCIMG file currently open for recording. The
Handle isthe generated from TM_STARTRECORDER. With Type, you can specifyif thisis
metadata for a specificframe or for the entire DCIMG file. Both types can be written to the
DCIMG file. Ifyou set Type to Frame, then Index will specify which frame the metadata will be
writtento. Be aware that once TM_STOPRECORDER is called, the DCIMG handle is destroyed
and you will no longerbe able to write metadata to thefile.

TM_READMETADATA_40

Index
Type
File Handle READ = File Handle
errer in (no error) b Metadata
e epror out

This function will let you read the metadata that is stored in the DCIMG file specified by the file
handle generated from TM_OPENDCIMGFILE. With Type, you can specifyif this is metadata for
a specificframe or for the entire DCIMG file. Both types can be writtento the DCIMG file. If
you set Type to Frame, then Index will specify which frame the metadata will be written to.

21



Error Code

When usingthis library, you may encounteran error whenrunning a LabVIEW program. If the
error was generated from one of the functions suppliedin this library, then you will receive the
error code as well as the particular VIthat caused the error. This information will provide a clue
into determining why the program failed and how it could be corrected. The followingisa list
of possible error codes that you may encounter.

TMERR_ABORT - The operation has been aborted.

TMERR_BUSY — The camera is currently busy and cannot execute your request. Please check
that you are not changing resolution parameters during image capture.
TMERR_FAILOPENCAMERA — The system was unable to activate the camera. Check that the
camera is properly connected to the computer. Powercycle the camera if necessary.
TMERR_FAILREADCAMERA - The camera could not read the command. Checkthat the camera
is properly connected to the computer. Power cycle the camera if necessary.
TMERR_FAILWRITECAMERA — The camera could not change the parameter. Checkthat the
camera is properly connected to the computer. Powercycle the camera if necessary.
TMERR_INVALIDCAMERA - The selected deviceisinvalid. Checkthat a camerais connected at
the specifiedindex.

TMERR_INVALIDHANDLE - The specified camerahandleis invalid. Check that a camerais open
at the specified index.

TMERR_INVALIDVALUE — The specified value isinvalid. Use only values used by the camera.
TMERR_INVALIDPARAMETER — The parameter ID isinvalid. Use only parameters used by the
camera.

TMERR_FAILEDOPENRECFILE — Failedto open the specified DCIMG file. Check that you have
proper access to the specified directory.

TMERR_FAILEDREADDATA - Failedto read from the DCIMG file. Isthe specified DCIMG file or
frame indexvalid?

TMERR_FAILEDWRITEDATA -—Failedto write to the DCIMG file. Check that you have write
access to the specified directory.

TMERR_INVALIDRECHANDLE - The DCIMG file handleisinvalid.

TMERR_INVALIDSUBARRAY - The subarray settingis invalid. Checkthe subarray settings.
TMERR_LOSTFRAME — A frame has been lost during transfer from the camera.
TMERR_NOCAMERA —No camera is available. Check your camera connections. Powercycle
the camera if necessary.

TMERR_NOMEMORY -Your computer does not have enough memory for your request.
TMERR_NORESOURCE - Your computer does not have enough resources for your request.
TMERR_NOTREADY - The camera is not ready for the command.

TMERR_NOTWRITABLE — The parameter does not have a writable value.
TMERR_NOTREADABLE —The parameter does not have a readable value.
TMERR_NOTSUPPORT — The functionis not supported by the camera.

TMERR_OUTOFRANGE — The specified value is out of range.

TMERR_TIMEOUT - The driver has timed out while waiting forthe frame data.
TMERR_UNKNOWNERROR — An unknown error has occurred.
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Samples

The followingisa quick description of some of the differentsample Vls available with this
library. This should cover all of the basic functions of cameras as well as some functions only
available to certain cameras.

Single Frame Acquisition - TM410_SNAP.VI

In this example, we are capturing one image then displayingitto the screen.

STAR]

Error Out
=1

First, we are initializing the library by calling TM_INITIALIZE to find all cameras in the system. If
it finds at least one camera, we call TM_OPENCAMERA with a camera index of O to activate the
first camera that is found. If successful the function will return a handle to the camera. This
handle will be used for all of the other functions.

To acquire a single image, TM_PREPARECAPTURE needsto be called to setup the capture. We
set the capture mode to Snap and we set only 1 frame. Then we call TM_STARTCAPTURE to
begin the capture session. TM_WAITNEXTFRAME is called to wait for a new frame to be
available. Once that function returns, we call TM_GETFRAME16. We take the Frame Index
output from TM_WAITNEXTFRAME to determine which frame we are going to retrieve from the
capture library. The output 2D array will contain the data for the image. We then take this
data and sendit to the display.

To clean up the acquisition, we first call TM_STOPCAPTURE to stop the capture process. Even
though this isa snap of 1 image, this is still a necessary step. Then we call
TM_UNPREPARECAPTURE to free the internal image buffers. Then TM_CLOSECAMERA is called
to release the camera and all of the resources that were allocated for it. Andfinally
TM_DEINITIALIZE is called to unload the capture library.
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Acquire Images First Then Display - TM412_SNAPSERIES.VI

In this example, we are capturing a series of images that we intend on displaying later.

Frames to Capture

e STAR]

First, you will needtoinitialize the driverand open the camera as sample TM410. However,
whenyou call TM_PREPARECAPTURE, you will needto specify the number of imagesyou intend
on capturing. Afteryou start an acquisition with TM_STARTCAPTURE, you will need to wait for

all of the imagesto be captured. The above exampleisone method to do this. Now that all of
the images have been captured successfully, call TM_STOPCAPTURE to end the capture session.

This does not release any of the frame data that you have captured.

r Current Frame Timestamp

—|hﬁCurrent Frame Index

Now that we have all of the images stored, we can go back to retrieve this data by calling
TM_GETFRAME16 with the appropriate indexvalues for the frames. TM_GETFRAME16 also

provides
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Continuous Capture - TM420_SEQUENCE.VI

In this example, we are capturing images continuously for a preview display.

ISeauence v|

_— STAR]

SE o

Setting up for a preview isvery similarto acquiring a single image. Afteropeningthe camera
with TM_OPENCAMERA, setupa sequence capture withTM_PREPARECAPTURE. For inputs,
you needto set capture mode to Sequence. The defaultframe bufferfor Sequence modeis 5,
but you can set thisvalue to what you like. However, 5 is usually enough for most cases. Once
the buffersare prepared, start the capture session withTM_STARTCAPTURE. Afterthe capture
is started, we can enterour while loop so we can continuously capture images.
TM_WAITNEXTFRAME will waitfor the nextframe. TM_GETFRAME will retrieve the nextframe
from the buffer.

Polling - TM421_POLLING.VI

In this example, we are pollingwhen new images are available instead of waitingfor a new
frame.

Sequence ™

A H 0 I 10

Instead of using TM_WAITNEXTFRAME to wait for a newimage to arrive, you could use
TM_GETCAPTUREINFO to seethe current capture status. TM_GETCAPTUREINFO will give us
the current frame index and the total frame count. This will only give us information, and it will
not wait for a new frame. Only if the total frame count has increased do we get the new frame
data. If you are usinga relatively long exposure time, you may want to use this polling method
instead as itwill allow you more freedomto do other things while you wait for images to arrive.

?5



Software Trigger Synchronization - TM422_TIMELAPSE.VI

In this example, we synchronizing the start of capture withthe user event of pressinga button.

Sotware 7]

We first initialize the library and the camera as we did in TM420. However, after
TM_OPENCAMERA is called, we can setup the camera for software trigger. In Software Trigger
mode, the camera will not begina new exposure until youfire a trigger through the software.
This is done with TM_SETINPUTTRIGGER and setting Parameters.mode to Software. The other
optionsin Parameters are ignoredin this mode.

E H (1] "Snap": Value Change *H

Type

Time
MewWal

With the camera properly setup, we can begin our capture loop. Because we want to onlyfire a
trigger when we press the SNAP button from the front panel, we use an eventloop to detect
when “SNAP” has changed. In the SNAP event, we call TM_FIRETRIGGER to send a software
trigger to the camera. Atthat time, we can call TM_WAITNEXTFRAME to wait for the frame we
just started. Then we call TM_GETFRAME to get the image data.
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Capture From Two Cameras - TM423_DUALCAMERASYNC. VI

In this example, we are capturing data from two cameras simultaneously.

We initialize the library like usual, but now we check to seeif there are two compatible cameras
connected to the computer. If thisis true, then we openboth cameras to getthe required
camera handles. These camera handlesare differentand will allow usto control the two
cameras separately.

1 0000000000000 000000000000000000°tL:

}—m Image

OO0 0D00000000000000000000000000a0

To synchronize the captures, TM_FIRETRIGGER is call for both cameras. If you are usingan
external trigger, you can skip this function call. Next, TM_WAITNEXTFRAME is called to wait for
each camera to have a frame available. It will output the index of the frame when it is
available. Finally, TM_GETFRAME16 is called with the frame index to get the frame data. In
this example, we are adding the two images together into one image.
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Function Enumeration - TM430_FUNCTIONS.VI

If you are creating a VI capable of handling different models of Hamamatsu cameras, you may
choose to enumerate the available functions of the cameras. If you use
TM_GETPARAMETERLIST with TM_GETPARAMETERLIMITS you will be able to see what

functions are available to the camera.

Parameter
71 I 71
kStringsAndValues[]

In the above example, the output of TM_GETFUNCTIONLIST is beingused to set the
StringsAndValues[] property of the menu ring item Function List. This will populate the menu
ring with all of the functions available to this camera and associate them with the proper ID
value. You may also use the dynamically created Function List menuring with
TM_GETPARAMETERLIMITS.

Function

=

Value

]

+b | Range IﬂmﬂData Entry Limits

In addition, if the functionis a mode function, you can get the available list of mode valuesfor
the function using TM_ GETPARAMETERLIMITS. Justas in TM_GETNFUNCTIONLIST, this output
can be usedto set the StringsAndValues|] property of a menuring.

Text Value

Function

e _m

|-> | Yalue Marmes lﬂmiitrin:_ﬁ—ncl'.'aII.|E£[]

The dynamically created Function List and/or Value List menu rings can be used with
TM_SETPARAMETER to control the camera. Be sure that you are using the correct Value List for
the function that you are trying to control.
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Region Of Interest - TM431_SUBARRAY.VI

In this example, we explain how to setup region of interest controls. And we show whenand
how you can change the region of interest.

71 I 7
Yalue b Yalue
Limits PData Entry Lirnits|H Offset

71 I 71
Value Value
Limits ¥Data Entry Lirnits | Offset

71 I 7Y
Yalue b Yalue
Limits PData Entry Lirnits|H Width

)
-

Value » Value
Lirmits PData Entry Limits [V Width

Afterthe camera has beenopened we call TM_GETAREA to get the current ROl size and limits.
In this example, we take those values and plugged them directly to our controls.

1 I 1
Value —* Value

Lirnits = Data Entry Lirnits [H Offset
Value —* Value

Limits =P Data Entry Limits |V Offset
Value —* Value
Lirnits p==¢Diata Entry Lirnits|H Width
1 I 1
Value —* Value
Lirnits P==Data Entry Limits [V Width

A H Width
Y Width»

LMPREP

ﬁﬁ' - :

Because changing the region of interest changes the output data of the camera, we must make
sure that the camera is not capturing data and we do not have the image bufferallocated.
Once the capture has been stopped and bufferhas beenreleased, we can set new subarray
valuesto the camera with TM_SETAREA. Please know that the software will auto-round your
valuesifthey do not fitin the camera limits. Itis always good practice to call TM_GETAREA
after you set your valuesto see what valuesthe camera is actually using. Also, you will be able
to get the new limits of the ROl as they would have likely changed.
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Recording Direct To Disk - TM450_DCIMGRECORDER.VI

In this example, we are capturing data that is beingrecorded directly to the drive. This function
is useful forsituations when you are capturing more data that can fitin RAM at a high rate.

DCIMG Path [t

m OPEHN FFREF ] 1 GTART ol
= =118
Frames

To start a recording, you must first prepare a capture session withTM_PREPARECAPTURE. ltis
best to use SEQUENCE mode when using the disk recorder. After that functionis called, you
may now call TM_STARTRECORDER with the file path and the number of frames to record.

When images are beingcaptured, they will be written directly to the file that you specified.

Frames Recorded

While it is capturing data, in order to determine the number of frames that were recorded, you
will need to use TM_GETRECORDERSTATUS. This will provide the total number of frames
recorded. This will helpyouto determine if the recording is completed.

Aside from the image data, itis also possible to write metadata for the whole file and/oreach
individual frames. The metadata does not have to be written while the images are being
recorded, but the metadata must be written before TM_STOPRECORDER is called.

Once the recording is done, you should call TM_STOPRECORDER. This will close the DCIMG file

and allows it to be opened by a DCIMG reader. This function can be called anytime during
capture.
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Reading A DCIMG File - TM460_DCIMGREADER.VI

If you have data that you wish to read from a DCIMG file, you can use the functions available
with this capture library. These functions are separate from the main camera control functions
and can be used without a camera connected to the computer.

DiCIMG Path
ni Error Qut
et |

To read a DCIMG file, you will first need to open the file with TM_OPENDCIMGFILE and provide
the complete file name and path. This will give you the file handle as well as the number of

frames available in the DCIMG file. The file handle must be used with the other reader
functions.

Once the fileisopen, you can beginreadingthe images that are contained in the file by calling
TM_GETDCIMGFRAME. This function requires the file handle provided by TM_OPENDCIMGFILE
and a frame index. The output will be a 2D array of the image data.

When you are finished with the DCIMG file, you can close the file with TM_CLOSEDCIMGFILE.

This will free any resources used to open the file as well as allow any other DCIMG reader to
open that file.

FILE =

I_Metadata File I_Metadata Frame
babc | Fibe |

Aside from the image data, you can also read metadata that may be stored in the file. This
metadata may be for the whole file and/or each individual frame.
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Splitview (W-View) Mode - TM481_WVIEW.VI

Some cameras are capable of Splitview mode. The two halves of the image could have
independent settings from each other. This functionis best used with the W-View Gemini

optics.

[SENSOR MODE ~|

14
ﬁ; i

[Horizontal Offset AJT521
[Vertical Offset AJT328
|H|:|riz|:|ntal Offset B (132}

I:
Vertical Width [1sz¥

In this example, we first have to setup the camera for Splitview. Splitview isamode of the
sensor, thus we use TM_SETPARAMETER and set SENSOR MODE to value 14 which is splitview
mode. Once the SENSOR MODE isset, we are then able to change other parameters such as
the subarray. Forsplitview, we usethe TM_SETWVIEWAREA functionto get set the subarray of

both halves.

STAR]
48 |0

Capturing data isvery simple. Instead of using TM_GETFRAME16, we will use
TM_GETFRAMES16. This will give use both halves of the data as separate arrays. We could
then sendthese two halvesto separate displays.

| gquence "l
START
Gl >
IMHD.
height
Dizpla et
[Ghsin] | =g
iEGB (Lad) vI

Alternatively, you can merge both halves of the image and handle them as a single 64-bit RGB
image with one halfas one color, and the other half as a differentcolor.
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Electron Conversion - TM482_ELECTRONCOEFFICIENT.VI

Intensity values are useful, but some calculations require the number of photonsthat the
sensor detected. In thisexample, we will show you how to convert the intensity value back to
the photon count.

STaR] AL
A o e | |0O
IMAQ ~ e Display
Display
71 I 7
rGra}rscale(UIEJ TI Last Mouse ¥ Position '@

-t o

Last Mouse X Position* mt

In this example, we are capturing data ina sequence mode. However, we call
TM_GETELECTRONINFO immediately after TM_WAITNEXTFRAME returns witha new frame.
This is to ensure that we get the most accurate conversion values for the frame that was just
captured. We thencall TM_GETFRAME16 to getthe image data.

In this example, we are using NI-IMAQ Vision forthe display. This is because this displayis
capable of reading the mouse position. We use this mouse positionto get a specificpixel from
the image. And with that pixel data, we apply the electron conversion formula to the photon
count of that pixel. You can use these numbers to convert the intensity value to electron. Here
is the formula to convert the intensity value to electrons

e- = (intensity — offset) * coefficient
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Attaching User Buffers - TM488_ATTACHBUFFER.VI

Due to the high speed of some applications typically we recommend that you collect all of your
images first before doingany processingto the data. However, some applicationsrequire that
you process the images as you capture them. And through the standard capture functions of
this library, there are several steps that the image data takes to getfrom the camera to
LabVIEW. To helpimprove the efficiency of the data collection, it is possible to attach IMAQ
image buffersto the capture so that the drivers will write to the attached buffers directly. This
will remove much of the overheadinvolvedin the standard method.

Before we attach buffersto the driver, we first need to create the buffers. In this case we are
using IMAQ images.

Frames
[MAGE HEIGHT »|  [E=d—N
[» Map Pixel Pointer ~]|
H#
i) % . ATTACH
= = ] IMAQ p (3 :
¥ o W 1. A _taltle Ld=—
(Grayscale (U16) ~] @ |Se§uence "’l
=
=

In this code sample, we are creating an array of IMAQ images of the U16 data type, thensetting
the dimensions of each image to match the camera, and finally gettingan array of pointersto
each image. We then can sendthis array of pointersto TM_PREPARE_ATTACH.

@ Display

—Er

From there, you can start and stop the capture sequence as usual. However, you do not need
to call TM_GETFRAME as you already have the array of IMAQ images. You just needto call
TM_WAITNEXTFRAME to know whenthe bufferhas beenfilled.
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Parameter Reconfigure

Some parameters available toone camera may not be available to another camera. Itis
important to configure the Hamamatsu Video Camera Control library for your specificcamera
before you begin development of your software. To configure your library, simply run
Reconfigure.vifromthe toolsfolderof the installer. Itis necessary to have your camera on at
the time.

The Reconfigure tool will run TM_SETPARAMETER, TM_GETPARAMETER, and
TM_GETPARAMETERLIMITS with the reconfigure option setto TRUE. This will read the
available functions for your camera, then rewrite Parameter control box with the appropriate
functions. It isimportant to save these files before exiting LabVIEW. When executed, the se
functions will contain a list of the parameters available to your camera.

One veryimportant thing to keepin mind, when you reconfigure the parameter list for one
camera, youdo not break the Vs for other camera models. This will only change the
parameters visible inthe combobox controls. Valuesthat are not part of that list can still be
used. Therefore, if you reconfigure your library for a Flash4.0 V2 camera, but later use an
ImagEM X2 with a LabVIEW VI that uses functions for that EM camera, itwill still work. This
reconfigure tool will only affect what parameters are visible.
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HVCC Log

When enabledin TM_INITIALIZE, the HVCC Log will record all of the functions that have been
calledin a session. Only HVCC functionsversion 4.0 or higherwill be recorded. The generated
log will be an ASCII text file which will allow you to easily openand understand the information.

This can help assistyou in debugging any problemsyou may encounter.
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Parameter Definitions

Some of the capabilities of the Hamamatsu cameras are mode functions. These modes can be
changed with this software, howeverthe names of these modes are not always defined. Below
is a list of the different mode functions and the definition of theirvalues. Not all cameras are
capable of each function or mode. You can get a listing of the camera functions and theirvalue
options with the TM_GETFUNCTIONLIST and TM_GETRANGE functions. Please referto your
camera manual for more information.

Sensor Mode

Area 1
Line 3
TDI 4
Progressive (Lightsheet) 12
SplitView (W-View) 14
CCD Mode

Normal CCD 1
EM CCD 2
Binning

Ix1 1
2x2 2
ax4 4
8x8 8
16x16 16
Light Mode

Low Light Mode 1
High Light Mode 2

High Dynamic Range Mode
Off 1
On 2

Sensor Cooler

Off 1
On 2

Sensor Cooler Fan
Off 1
On 2

Mechanical Shutter
Auto 1
Close 2
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Open

Output Trigger Source
Exposure

Readout End

VSync

HSync

Trigger

Trigger Global Exposure
None

Always

Delayed

Emulate

Global Reset

First Trigger Behavior
Start Exposure
Start Readout

Readout Direction

Forward
Backward
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